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§176.400

(10) Each tank must conform to the
provisions of §173.24 of this subchapter
and §180.605(b) and (j) of this sub-
chapter.

(c) Portable tanks approved by the
Commandant (G-MSO), USCG.

[Amdt. 176-30, 55 FR 52705, Dec. 21, 1990, as
amended by Amdt. 176-41, 61 FR 51339, Oct. 1,
1996; 62 FR 51561, Oct. 1, 1997; 66 FR 45185,
45384, Aug. 28, 2001; 67 FR 61015, Sept. 27, 2002;
68 FR 57633, Oct. 6, 2003]

Subpart J—Detailed Requirements
for Class 4 (Flammable Sol-
ids), Class 5 (Oxidizers and
Organic Peroxides), and Divi-
sion 1.5 Materials

SOURCE: Amdt. 176-30, 556 FR 52706, Dec. 21,
1990, unless otherwise noted.

§176.400 Stowage of Division 1.5, Class
4 (flammable solids) and Class 5
(oxidizers and organic peroxides)
materials.

(a) Class 4 (flammable solid) material
and Division 5.2 (organic peroxide) ma-
terial must be kept as cool as reason-
ably practicable and be stowed away
from all sources of heat and ignition.

(b) Division 5.2 (organic peroxide)
material must be stowed away from
living quarters or access to them. Divi-
sion 5.2 (organic peroxide) material not
requiring temperature control should
be protected from radiant heat, which
includes direct rays of the sun, and
stowed in a cool, well-ventilated area.

(¢) No Division 1.5 or Class 5
(oxidizers and organic peroxides) mate-
rial being transported by vessel may be
stowed in the same hold or compart-
ment with any readily combustible ma-
terial such as a combustible liquid, a
textile product, or with a finely divided
substance, such as an organic powder.

(d) No Division 1.5 or Class 5
(oxidizers and organic peroxides) mate-
rial being transported by vessel may be
stowed in a hold or compartment con-
taining sulfur in bulk, or in any hold or
compartment above, below, or adjacent
to one containing sulfur in bulk.

[Amdt. 176-30, 55 FR 52706, Dec. 21, 1990, as
amended at 66 FR 45384, Aug. 28, 2001]
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§176.405 Stowage of charcoal.

(a) Before stowing charcoal Division
4.2 (flammable solid), UN 1361, NA 1361,
or UN 1362 on a vessel for transpor-
tation, the hold or compartment in
which it is to be stowed must be swept
as clean as practicable. All residue of
any former cargo, including especially
a petroleum product, a vegetable or
animal oil, nitrate, or sulfur, must be
removed.

(b) Charcoal packed in bags and of-
fered for transportation on board a ves-
sel in a quantity over 1016 kg (2240
pounds) must be loaded so that the
bags are laid horizontally and stacked
with space for efficient air circulation.
If the bags are not compactly filled and
closed to avoid free space within,
vertical and horizontal dunnage strips
must be laid between the bags. Space
for ventilating must be maintained
near bulkheads, the shell of the vessel,
the deck, and the overhead. No more
than 40,600 kg (89,508 pounds) of char-
coal may be stowed in a hold or com-
partment when other stowage space is
available. If the unavailability of hold
or compartment space requires the
stowage of a larger amount, the ar-
rangement of the stow for ventilation
must be adjusted to ensure a sufficient
venting effect.

(c) Any loose material from bags bro-
ken during loading must be removed.
Broken bags may be repacked or have
the closures repaired and the repaired
bags restowed.

(d) Charcoal ‘‘screenings’ packed in
bags must be stowed to provide spaces
for air circulation between tiers re-
gardless of the quantity stowed.

§176.410 Division 1.5 materials, ammo-
nium nitrate and ammonium ni-
trate mixtures.

(a) This section prescribes require-
ments to be observed with respect to
transportation of each of the following
hazardous materials by vessel:

(1) Explosives, blasting, type E, and
Explosives, blasting, type B, Division
1.5 compatibility group D, UN 0331 and
UN 0332.

(2) Ammonium nitrate, Division 5.1
(oxidizer), UN1942.

(3) Ammonium nitrate fertilizer, Di-
vision 5.1 (oxidizer), UN 2067.
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